
Why proTAC5311? - The best 4G connec�on at sea
 5G compa�ble!

Ÿ Robust, all-weather proof for harsh condi�ons at sea 

Ÿ Provides stable connec�on – good for cri�cal ERP and 
VPN systems

Ÿ Longer range than standard antennas > 35km

Ÿ 5dBi total net gain - without compromises

Ÿ Provides nearly 100% radia�on efficiency 

Ÿ Huge cost savings in satellite based data

Ÿ Unique radia�ng element design, made from solid 
copper, no lossy (resis�ve) elements
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Ÿ Frequency range 800MHz – 2.6GHz (extended 
range from 600MHz to 6GHz)

Ÿ Covers all 2G, 3G and 4G frequencies used 
worldwide (GSM, GPRS, DCS, UMTS, WCDMA, LTE, 
WLAN) and is 5G compa�ble

Ÿ Fully omnidirec�onal, ideal ver�cal 
radia�on pa�ern making 4G connec�on 
stable at sea

MiMo-opera�ng mode
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Ÿ Ideally used with proTAC 5311 4G LTE antenna to split it with LTE modem and WiFi router

Ÿ Compact and high performance antenna combiner

Ÿ LTE communica�on port is specially designed for high speed data modems opera�ng between 690MHz and 
2.7GHz. WiFi port is intended for WLAN routers at 5.8GHz (4-6GHz)

Ÿ Covers communica�on bands from 80MHz up to 6GHz

Ÿ Advantages; reduced co-site interference, reduced intermodula�on, reduced installa�on cost and �me and 
saved space 

proTAC 5311 Mounting options

LTE and WiFi Antenna Combiner
proFIL 5220

Horizontal /
ver�cal pole

Horizontal / ver�cal pole
or wall mount

Deck mount
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